
EI 54 Transformer

EL E C T R IC  C H A R A C T E R IS T I CS                                        

R a t e d  f r e q u e n c y                                                                     50/6  0         Hz     

E l e c t r i c  s t r e n g t h                                                                    4 kV            

I n s u l a t i o n  c l a s s                                                                      B                  

M a x .  a m b i e n t  t e m p e r a t u r e                                                70 °C           

                EL E C T R IC  D I A G R A M                    

     A p pr o v e d  t o  E N  6 15 5 8                 C O N N E C T I O N                                    
     S a f e t y  c l a s s  I I

S o l d e r  p i n s  Ø  0 , 8  m m
ME C H A N I C A L D I M E N S I O NS  ( m m )               

C AS E  “ O ”  C AS E  “ K K ”  C A S E  “ V ”

Further versions, prim. or sec. voltages, pin configurations on request.
SAFETY TRANSFORMER

EI 54
-12/... 7 110-230 3-24
-12A/... 15 110-430 3-24
-12F/... 16 110-230 3-30
-13F/... 16 110-240 3-31
-21F/... 18 110-230 3-24
-32F/... 20,5 110-230 3-24
-32T/... 20,5 110-230 3-24

Max. output 
power (VA)

PRI
(V)

SEC
(V) Short circuit protection

Inherently short circuit proof
Not short circuit proof

Non-inherently short-circuit proof
Non-inherently short-circuit proof
Non-inherently short-circuit proof
Non-inherently short-circuit proof
Non-inherently short-circuit proof

EI 54 A B C D E F G H I J K L

-12/... 57,6 48,6 - - - - - 41,7 - - - 30 410 O
-13/... 57,6 48,6 65 4,2 75,2 37,5 - 41,7 - - - 30 410 KK
-21/... 57,6 48,6 68 3,5 82,5 6,5 1,5 42,8 11,2 22,1 - 30 V
-32/... 56,4 47,2 - - - - - 43,2 - - - 30 500 O
-33/... 56,4 47,2 65 4,2 74 37,5 - 43,2 - - - 30 500 KK

Weight
(g) Case


