(/7 /8 FIN1600 4 Three Phase Filter
ELECTRIC CHARACTERISTICS
= Nominal Voltage 0/480 Vac - 50/60 Hz RoHS
i Phase to phase test voltage 2200 Voc (2 s) 2000, /e
s Phase to ground test voltage 2900 Voc (2 s)
2 Climatic class -40/+85 °C
z
g
m Rated Current | 3 Cx (F)[ Cy1 (nF) | Cy2 (nF) | L1 (mH) | L2 (mH) | Pow Loss ELECTRIC DIAGRAM
40°C (50°C) +95% +5% +5% | £10% | +10% (W)
.007.M 3X7 15 1000 470 1.2 2.7 6 3o Acx : icx oLz
.013.M 3X13 15 | 1000 | 470 | 12 27 10 ol TR o Ti® oz
018.M 3X18 15 | 1000 | 40 | 12 | 27 | 12 o TR Ut o [P0
.034.M 3X34 15 | 1000 | 470 1.1 22 2 T P (v Bk
.055.M 3X55 15 1000 1000 1.1 2.2 27 o oY1= [IJR o2 [I]R -
.090.M 3X90 15 1000 1000 1 1.1 37
110.M 3X110 15 1000 | 1000 0.9 11 67 Ling Load
.160.M 3X160 15 1000 1000 0.9 1 100
.200.M 3X200 15 1000 1000 0.8 1 93
Total leakage current at 230 V phase to ground 50 Hz / 40°C Nor.n!nal <10mA
Worst condition <130mA
MECHANICAL DIMENSIONS (mm) CONNECTION
m Al B | v v F | H 1L N d W"‘Kgg"t Rig(i;rﬁ?)h"’ F'exzmemf)a"'e Torque (Nm)
.007.M 126 | 50 19 11 6.5 | 255 | 225 | 7.5 25 M5 1.6 02-6 02-4 0.5
.013.M 126 | 50 19 11 6.5 | 255 | 225 | 7.5 25 M5 1.6 02-6 0.2-4 0.5
.018.M 143 | 55 19 11 6.5 | 305 | 276 | 7.5 30 M5 2.2 02-6 02-4 0.5
.034.M 150 | 60 19 16 6.5 | 335 | 305 | 7.5 35 M5 2.7 0.2-10 02-6 1.2
.055.M 185 | 70 18 33 6.5 | 329 | 300 | 7.5 | 45 M6 | 4.7 0.5-16 0.5-10 1.8
.090.M 220 | 80 18 39 6.5 | 329 | 300 | 7.5 55 M6 5.5 6-35 4-25 4.5
.110.M 220 | 90 28 43 6.5 | 379 | 350 | 7.5 65 | M10 | 7.7 10-50 10-50 4
.160.M 240 | 110 28 43 6.5 | 439 | 400 | 125 | 65 | M10 | 11 10-50 10-50 4
.200.M 240 | 110 28 50 6.5 | 439 | 400 | 125 | 65 | M10 | 12 35-95 35-95 20
TYPICAL ATTENUATION CASE
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THREE PHASE FILTERS




