
 

FIN FF 5%                         Line Reactor 
 
 
 
 
 

GENERAL CHARACTERISTICS 

Impedance  : 5%  
Reference voltage : 480 Vac  
Frequency : 60 Hz 

Max Ambient Temperature  : +40°C 

Saturation current : 1,5 x In 

Execution : Vacuum-pressure tropicalized 

Dielectric Strength : 4 kV  
  

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

FF series 
HP@480Vac 

60Hz 
Current 

Dimensions 
Weight Case  ELECTRIC DIAGRAM 

Height Width Depth 

FF033P501P10978 0.5 1.1 120 120 90 2 1   

FF0002301P60979 0.75 1.6 120 120 90 2.1 1  

FF0001802P10980 1 2.1 120 90 120 2.5 1  

FF0001103P40981 2 3.4 120 90 120 2.8 1  

FF007P704P80982 3 4.8 160 160 120 4 1  

FF04P8407P60983 5 7.6 160 160 120 4.5 1  

FF003P300110984 7.5 11 160 160 130 5.3 1   

FF002P600140985 10 14 160 160 130 5.5 1   

FF01P7600210986 15 21 180 180 130 8 1   

FF001P300270987 20 27 180 180 140 9 1   

FF001P200340988 25 34 300 240 145 12 1   

FF00P9800460989 30 40 300 240 145 12.5 1   

FF00P7500520990 40 52 300 240 145 13 1   

FF00P5100830991 60 83 300 240 180 23 1   

FF0P37501040992 75 104 350 300 190 28 1   

FF000P301300993 100 130 350 300 190 28.5 1   

FF00P2601600994 125 160 300 300 210 33 2   

FF000P202000995 150 200 300 300 250 41 2   

FFP19370190 190 250 300 300 200 44 2   

FFP11150330 300 414 330 390 290 60 3   

FFP06940530 400 515 330 390 300 67 3   

FF0P004907500960 600 750 450 480 320 84 3   
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