
LINE REACTORS AND OUTPUT FILTER

Sine Wave Output FilterFIN915SFH

CONVERTS THE PWM OUTPUT SIGNAL INTO A SINUSOIDAL WAVE WITH RESIDUAL < 5%

MOTOR LOSSES REDUCTION

HIGH SPEED MOTORS APPLICATION (FIN915SFH SERIES)

LOW HEATING FOR HIGH FREQUENCIES APPLICATION

NO VENTILATION FOR HIGH SPEED APPLICATION

ELECTRIC CHARACTERISTICS

Nominal voltage                                                                                        480 VAC

Nominal current at ambient temperature of 40°C                                         See table

Frequency                                                                                                < 1 kHz

FIN915SFH

CASE ELECTRIC DIAGRAM

Drive Motor

Nominal Current L (mH) CX (µF) Min Switch Power Loss A B D E F G Hat 40°  (A) Frequency (kHz) (W)
.008.M 8 2 2 3 60 280 180 250 110 200 280 Ø 12

.016.M 16 1.5 2 3 98 280 180 250 110 200 280 Ø 12

.032.M 32 0.7 3.3 3 110 280 180 250 110 200 350 Ø 12

.050.M 50 0.5 5.3 3 195 330 180 300 110 200 360 Ø 12

.075.M 75 0.4 8 3 255 390 180 360 110 200 360 Ø 12

.100.M 100 0.3 10 3 320 400 230 370 170 250 360 Ø 12

.150.M 150 0.2 13.2 3 540 540 260 500 200 300 375 Ø 12

.200.M 200 0.17 16.5 3 602 540 260 500 200 300 460 Ø 12

.250.M 250 0,15 20 3 701 540 260 500 200 300 460 Ø 12


