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ELECTRIC CHARACTERISTICS

Single Phase Filter

Nominal voltage

0/250 Vac - 50/60 Hz

Phase to phase test voltage

1750 Voc (2 s)

Phase to ground test voltage

2150 Voc (2 s)

Climatic class

Rated Current

> Cx (nF)

Cy (nF) | L1 (mH)

m 40°C +5% | 5% | =10% |roverloss(W)
.003.M 3 136 22 2.2 1.5
.006.M 6 136 22 2.2 2.1
.010.M 10 136 22 2.1 2.8
.016.M 16 136 22 2.1 32
.020.M 20 136 22 2.0 4
Leakage current at 230 V phase to ground- 50 Hz / 40°C < 1mA

MECHANICAL DIMENSIONS (mm)

m A B H N Weight Kg Case
.003.M 65 85 39 11 0.320 1
.006.M 65 85 39 11 0.320 1
.010.M 65 85 39 11 0.320 1
.016.M 65 85 39 11 0.320 1
.020.M 65 85 39 11 0.320 1
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CONNECTION
Rigid Cable (mm?) | Flexible Cable (mm?) Torque (Nm)
02-6 02-4 0.8
0.2-6 02-4 0.8
02-6 02-4 0.8
0.2-6 05-4 0.8
0.2-6 0.5-4 0.8
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SINGLE PHASE FILTERS



