
Surge Arrester Class IAM SERIES

The Enerdoor surge arrester AM series provides advanced surge protection. This device is designed for maximum discharge of
300 kA. As a standard this series is offered in a metal enclosure and includes a visual indicator and optional remote alarm.  

GENERAL CHARACTERISTICS

SCCR 200 kA
Lightening counter current >200 kA
Fail pre‐test Press 2 sec reset button
Protection L‐N, N‐PE, L‐PE
Power status indication Normal = Power LED ON
Working status indication Normal = Blue LED ON

Fail = Red LED ON
Power connecting cable 8 AWG (L1=yellow, L2=green, L3=red

N=blue, PE=black)
Signal cable 16 AWG (C=red, NC=blue, NO=brown)
Working enviroments Temperature (‐40°C + 70°C, Humidity relative

up to 95% (25°C), altitude <2000 meter)
Dimensions WxDxH (in mm) 256 x 205 x 104
Net weight 5.4 Kg

AM System Voltage (50/60Hz)
Protection Mode

Voltage Protection Rated
(VPR@6KV/3KA)

L-N L-PE N-PE L-L L-N L-PE N-PE L-L PHASE MODE

Surge Capability KA Max
Continuos

Voltage

AM120SP100-5 120/240 split (fig.1) ! ! ! - 800 800 800 1200 100 50 180
AM120SP200-5 120/240 split (fig.1) ! ! ! - 800 800 800 1200 200 100 180
AM120SP300-5 120/240 split (fig.1) ! ! ! - 800 800 800 1200 300 150 180
AM127Y100-7 220Y127 WYE (fig.2) ! ! ! - 800 800 800 1200 100 50 180
AM127Y200-7 220Y127 WYE (fig.2) ! ! ! - 800 800 800 1200 200 100 180
AM127Y300-7 220Y127 WYE (fig.2) ! ! ! - 800 800 800 1200 300 150 180
AM220Y100-7S 380Y220 WYE (fig.2) ! ! ! - 1200 1200 1200 2000 100 50 320
AM220Y200-7S 380Y220 WYE (fig.2) ! ! ! - 1200 1200 1200 2000 200 100 320
AM220Y300-7S 380Y220 WYE (fig.2) ! ! ! - 1200 1200 1200 2000 300 150 320
AM277Y100-7 480Y277 WYE (fig.2) ! ! ! - 1200 1200 1200 2000 100 50 320
AM277Y200-7 480Y277 WYE (fig.2) ! ! ! - 1200 1200 1200 2000 200 100 320
AM277Y300-7 480Y277 WYE (fig.2) ! ! ! - 1200 1200 1200 2000 300 150 320
AM347Y100-7 600Y347 WYE (fig.2) ! ! ! - 1500 1500 1500 2500 100 50 420
AM347Y200-7 600Y347 WYE (fig.2) ! ! ! - 1500 1500 1500 2500 200 100 420
AM347Y300-7 600Y347 WYE (fig.2) ! ! ! - 1500 1500 1500 2500 300 150 420
AM120H100-7 120/240 H�LEG (fig.3) ! ! ! - 1000 1000 800 1500 100 50 180/275
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Surge Arrester Class IAM SERIES

AM System Voltage (50/60Hz)
Protection Mode

Voltage Protection Rated
(VPR@6KV/3KA)

L-N L-PE N-PE L-L L-N L-PE N-PE L-L PHASE MODE

Surge Capability KA Max
Continuos

Voltage

AM120H200-7 120/240 H�LEG (fig.3) ! ! ! - 1000 1000 800 1500 100 50 180/275
AM120H300-7 120/240 H�LEG (fig.3) ! ! ! - 1000 1000 800 1500 100 50 180/275
AM240D100-6S 240 Delta (fig.4) - ! - ! - 1200 - 1400 100 50 320
AM240D200-6S 240 Delta (fig.4) - ! - ! - 1200 - 1400 200 100 320
AM240D300-6S 240 Delta (fig.4) - ! - ! - 1200 - 1400 300 150 320
AM480D100-6S 480 Delta (fig.4) - ! - ! - 1900 - 2200 100 50 550
AM480D200-6S 480 Delta (fig.4) - ! - ! - 1900 - 2200 200 100 550
AM480D300-6S 480 Delta (fig.4) - ! - ! - 1900 - 2200 300 150 550
AM600D100-6S 600 Delta (fig.4) - ! - ! - 2400 - 2800 100 50 690
AM600D200-6S 600 Delta (fig.4) - ! - ! - 2400 - 2800 200 100 690
AM600D300-6S 600 Delta (fig.4) - ! - ! - 2400 - 2900 300 150 690
AM127S100-3 127 Single (fig. 5) ! ! ! - 800 800 800 - 100 50 180
AM127S200-3 127 Single (fig. 5) ! ! ! - 800 800 800 - 200 100 180
AM127S300-3 127 Single (fig. 5) ! ! ! - 800 800 800 - 300 150 180
AM240S1003S 240 Single (fig. 5) ! ! ! - 1200 1200 1200 - 100 50 320
AM240S200-3S 240 Single (fig. 5) ! ! ! - 1200 1200 1200 - 200 100 320
AM240S300-3S 240 Single (fig. 5) ! ! ! - 1200 1200 120 - 300 150 320

SPLIT
2 Hots, 1 Neu, 1 Grnd

Figure 1

WYE
3 Hots, 1 Neu, 1 Grnd

Figure 2

HI-LEG DELTA (B High)
3 Hots, (B HIGH),
1 Neu, 1 Grnd

Figure 3

DELTA & HRG WYE
3 Hots, 1 Grnd

Figure 4

SINGLE POLE
1 Hot, 1 Neu, 1 Grnd

Figure 5
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